2010 City of Geneva Water Quality Report
PWSID# OH0401712
Este informe contain information may important sobre su agua de beber. Traduzcalo o hable con alguien que lo entienda bein.
About Your Drinking Water - The City of Geneva is pleased to provide you with the 2010 Consumer Confidence Report for the City of Geneva
Water Works System (public water supply ID# OH0401712) which contains important information about your drinking water. The report summarizes
the quality of water provided in 2010 - including details about water sources, what the water at your tap contains, and how it compares to standards set
by regulatory agencies. Although the report lists only those regulated substances that were detected in your water, testing is conducted for more than
what is reported.
This report is only a summary of activities during 2010. If you have any questions about the information in this report, please call 440-466-4549.
We have a current, unconditioned license to operate our water system.
Sources of Supply - Bulk water is purchased from Ohio-American Water Company - Ashtabula Water System, which draws surface water from
Lake Erie, to serve customers of the Geneva Water System. For the purposes of source water assessments, in Ohio all surface waters are considered
to be susceptible to contamination. By their nature, surface waters are accessible and can be readily contaminated by chemicals and pathogens, with
relatively short travel times from source to intake. Although Ohio-American's surface water intake is located offshore in Lake Erie, the proximity of
several onshore sources increases the susceptibility of the source water to contamination. The drinking water protection area is susceptible to
contamination from municipal wastewater treatment discharges, industrial wastewater discharges, runoff from residential and urban areas, contaminated
river sediments, oil and gas production and transportation and accidental releases and spills from rail and vehicular traffic as well as from commercial
shipping operations and recreational boating. Ohio-American treats the water to meet drinking water quality standards, but no single treatment technique
can address all potential contaminants. The potential for water quality impacts can be further decreased by implementing measures to protect Lake
Erie. More detailed information is provided in the Ohio-American Water Company - Ashtabula Water System's Drinking Water Source Assessment
report, which can be obtained by calling 440-466-4549.
The sources of drinking water (tap water and bottled water) include rivers, lakes, streams, ponds, reservoirs, springs and wells. As water
travels over the surface of the land or through the ground, it dissolves naturally occurring minerals and radioactive material, and can pick
up substances resulting from the presence of animals or from human activity.
IMPORTANT MESSAGE: Insufficient contact time (CT) for disinfection provided during the months of January and February.
On January 8, 11, 16, 17, 25, 29, 31 and February 1, 3, 13 and 22 2010, Ohio American Water - Ashtabula District failed to provide sufficient disinfection
treatment time for drinking water . During these dates, the disinfecting chemical (chlorine) was not in contact with the water for at least the minimum contact
time prior to being distributed to customers during peak - use hours.
IMPORTANT MESSAGE: Insufficient Filtraction provided during the month of December 2010.
On December 10, 2010 Ohio Amarican Water - Ashtabula District failed to provide adequate filtration resulting in turbid or "cloudy" water.
Ohio American Water - Ashtabula District has taken the following steps to ensure proper disinfection of your drinking water is maintained in the future. New
baffling factors demonstrating longer contact times have been assigned by the Ohio Environmental Protection Agency. In addition the district has revised
operational procedures to provide higher chlorine levels combined with lower pumping rates when needed to ensure adequate disinfection occurs.
FOR MORE INFORMATION YOU MAY CONTACT MIKE PERRIGUEY of OHIO AMERICAN WATER at (740) 383-0926.
Contaminants that may be present in source water include:
* Microbial contaminants, such as viruses and bacteria, which may come from sewage treatment plants, septic systems, agricultural livestock operations
and wildlife.
* Inorganic contaminants, such as salts and metals, which can be naturally occurring or result from urban storm runoff, industrial or domestic wastewater discharges, oil and gas production, mining, or farming.
* Pesticides and herbicides, which may come from a variety of sources such as agriculture, storm water runoff, and residential uses.
* Organic chemical contaminants, including synthetic and volatile organics, which are byproducts of industrial processes and petroleum production, and
can also come from gas stations, urban storm water runoff and septic systems.
* Radioactive contaminants, which can be naturally occurring or be the result of oil and gas production and mining activities.
In order to ensure that tap water is safe to drink, EPA prescribes regulations that limit the amount of certain contaminants in water provided by public
water systems. FDA regulations establish limits for contaminants in bottled water, which must provide the same protection for public health.
Drinking water, including bottled water, may reasonably be expected to contain at least small amounts of some contaminants. The presence of
contaminants does not necessarily indicate that water poses a health risk. More information about contaminants and potential health effects can be
obtained by calling the Environmental Protection Agency's (EPA) Safe Drinking Water Hotline at 1-800-426-4791.

Some people may be more vulnerable to contaminants in drinking water than the general population. Immuno-compromised persons such
as persons with cancer undergoing chemotherapy, persons who have undergone organ transplants, people with HIV/AIDS or other immune
system disorders, some elderly, and infants can be particularly at risk from infections. These people should seek advice about drinking
water from their health care providers. EPA/CDC guidelines on appropriate means to lessen the risk of infection by cryptosporidium and
other microbial contaminants are available from the Safe Drinking Water Hotline at 1-800-426-4791.
Notes:
Action Level (AL): The concentration of a contaminant which, if exceeded, triggers treatment or other requirements which a water system must
follow.
Beta/Photon Emitters: EPA considers a level of concern for beta/photon emitters to be equivalent to 50 pCi/L. The actual MCL for beta/photon
emitters is four mrem/yr.
Maximum Contaminant Level (MCL): The highest level of a contaminant that is allowed in drinking water
water. MCL's are set as close to the MCLG's
as feasible using the best available treatment technology. Some levels are based on a running annual average.
Maximum Contaminant Level Goal (MCLG): The level of a contaminant in drinking water below which there is no known or expected risk to
health. MCLGs allow for a margin of safety.
Maximum Residual Disinfectant Level (MRDL): The highest level of a disinfectant allowed in drinking water. There is convincing evidence that
addition of a disinfectant is necessary for control of microbial contaminants.
Maximum Residual Disinfectant Level Goal (MRDLG): The level of a drinking water disinfectant below which there is no known or expected
risk to health. MRDLGs do not reflect the benefits of the use of disinfectants to control microbial contaminants.
NA: Not applicable
ND: Not detected
NTU: Nephelometric turbidity unit (cloudiness of water)
pCi/L: picocuries/Liter - a unit of concentration for radioactive contaminants.
ppb: A unit of concentration equal to one part per billion.
ppm: A unit of concentration equal to one part per million.
PWSID: Public water supply identification number.
Total Organic Carbon: The level reported under "Level Found" for Total Organic Carbon (TOC) is the lowest ratio between percentage of TOC
actually removed to the percentage of TOC required to be removed. A value greater than one indicates that the water system is in compliance with the
TOC removal requirements. A value of less than one indicates a Treatment Technique violation of the TOC removal requirements.
Treatment Technique (TT): A required process intended to reduce the level of a contaminant in drinking water.
Turbidity: Monitored as a measure of treatment efficiency for removal of particles.

The following table lists contaminants that were detected during 2009 (unless otherwise noted) in your
water system. The table provides the level found and the range of detections of regulated contaminants.
Geneva Water Works - PWSID# OH0401712

Contaminants

Level
Found

Range of
Detections

MCL

Total Chlorine, ppm

1.47

1.16 - 2.00

MRDL =4

Turbidity, NTU

1.57

0.03-1.57

Turbidity, % meeting
plant performance level

97.10%

Total Organic carbon,
removal ratio

MCLG

Sample Violation
Date
Y/N

Major Sources in
Drinking Water

2010

N

TT

MRDLG
=4
NA

2010

Y

Water additive used to
control microbes
Soil runoff

97.1-100.0%

TT

NA

2010

N

Soil runoff

1

1.00 - 1.77

>1.00 TT

NA

2010

N

Barium, ppm

0.021

NA

2

2

2010

N

Fluoride, ppm

1.05

0.85 - 1.78

4

4

2010

N

Erosion of natural
deposits; water additive
to promote strong teeth

N

Erosion of natural
deposits; discharge
from electroplating,
stainless steel and
alloy products; mining
and refining operations

Nickel, ppm

1.8

NA

N/A

N/A

2010

Nitrate, ppm

0.33

0.02 - 0.33

10

10

2010

N

Sodium, ppm

12.5

NA

NA

NA

2010

N

Sulfate, ppm

38.5

NA

NA

NA

2010

N

Haloacetic acids, ppm

36.1

13.9 ~ 55.1

60

NA

2009

N

56.7

35.6 ~ 78.9

80

NA

2009

N

4.5

NA

NA

NA

2004

N

Chloroform, ppm

7.6

NA

NA

NA

2004

N

Dibromochloromethane,
ppm

1.1

NA

NA

NA

2004

N

NA

NA

2008

N

NA

NA

2008

N

Total Trihalomethanes,
ppm
Bromodichloromethane,
ppm

Initial Distribution System Evaluation (IDSE)
Haloacetic acids, ppb
NA
11.1-16.1
IDSE
Total Trihalomethanes,
NA
42.5-50.0
ppb IDSE

Naturally present in the
environment
Erosion of natural
deposits

Runoff from fertilizer
use; leaching from
septic tanks, sewage;
erosion of natural
deposits
Naturally occurring
Erosion of natural
deposits
Byproduct of drinking
water chlorination
Byproduct of drinking
water chlorination
Byproduct of drinking
water chlorination
Byproduct of drinking
water chlorination
Byproduct of drinking
water chlorination

Byproduct of drinking
water chlorination
Byproduct of drinking
water chlorination

Under the Stage 2 Disinfectants/Disinfection Byproducts Rule (D/DBPR), our public water system was required by USEPA to conduct an evaluation
of our distribution system. This is known as an Initial Distribution System Evaluation (IDSE), and is intended to identify locations in our distribution
system with elevated disinfection byproduct concentrations. The locations selected for the IDSE may be used for compliiance monitoring under
Stage 2 DBPR, beginning in 2012. Disinfection byproducts are the result of providing continuous disinfection of your drinking water and form when
disinfectants combine with organic matter naturally occurring in the source water. Disinfection byproducts are grouped into two categories, Total
Trihalomethanes (TTHM) and Haloaetic Acid (HAA5). USEPA sets standards for controlling the levels of disinfectants and disinfectant byproducts in
drinking water, including both THMs and HAAs.
Lead and Copper Results
Lead and Copper
Results

90th
percentile

Samples
Total
Exceeding Action
Number of
Level
Action
Samples
Level

MCLG

Sample
Date

Violation Y/N

Major Sources in Drinking
Water

Copper, ppm

0.34

20

0

AL=1.3

1.3

2008

N

Corrosion of household
plumbing systems; Erosion
of natural deposits;
Leaching from wood
preservatives.

Lead ppb
Lead,

36
3.6

20

0

AL=15

0

2008

N

Corrosion of household
plumbing systems; Erosion
of natural deposits.

If present, elevated levels of lead can cause serious health problems, especially for pregnant women and young children. Lead in drinking water is
primarily from materials and components associated with service lines and home plumbing. Geneva Water Works is responsible for providing
high quality drinking water, but cannot control the variety of materials used in plumbing components. When your water has been sitting for several
hours, you can minimize the potential for lead exposure by flushing your tap for 30 seconds to 2 minutes before using water for drinking or cooking.
If you are concerned about lead in your water, you may wish to have your water tested. Information on lead in drinking water, testing methods, and
steps you can take to minimize exposure is available from the Safe Drinking Water Hotline or at http://www.epa.gov/safewater/lead.

Our water systems are designed and operated to deliver water to our customers' plumbing systems that complies with state and federal
drinking water standards. This water is disinfected using chlorine, but it is not necessarily sterile. Customers' plumbing, including
treatment devices, might remove, introduce or increase contaminants in tap water. All customers, and in particular operators of facilities
like hotels and institutions serving susceptible populations (like hospitals and nursing homes), should properly operate and maintain
the plumbing systems in these facilities. You can obtain additional information from the EPA's Safe Drinking Water Hotline at 800-426-4791.

